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PITACS CT100 Satelite Cable

Electrical Properties

Nominal Impedance, Ω 75±5
Inner Conductor DCR, Ω/km Max. 26.00@20℃
Outer Conductor DCR, Ω/km Max. 15.00@20℃

Return Loss
5-30MHZ ＞23dB
30-470MHZ ＞23dB
470-862MHZ ＞20dB

862-2150MHZ ＞18dB

ATTENUATION AT 20 DEGREE

Frequency(MHz) Attenuation (dB/100m)

5MHZ ＜1.6

50MHZ ＜4.6

100MHZ ＜6.5

200MHZ ＜9.5

460MHZ ＜15.0

860MHZ ＜19.5

1000MHZ ＜21.5

1750MHZ ＜29.0

2150MHZ ＜32.5

Construction

Inner
Conductor

Material Solid Copper

Diameter, mm 1/1.02±0.02

Insulation
Material Foam PE

Diameter, mm 4.6±0.2

Shield
1st shield

Non-Bonded
Copper Foil/Mylar

2nd shield
80/0.12±0.01mm Copper wire

braiding

Jacket

Material PVC

Color As per request

Diameter, mm 6.8±0.3

Jacket print No print

CPR Classification Eca

DoP No.
BD-013
NB: 2700

Packing

Packing
way &
Quantity
per
Container

SATB250: Black PVC, 250m/wooden reel+bar code label+CPR label+production week label
SATB100: Black PVC, 100m/cardboard+bar code label+CPR label+production week label
SATW100: White PVC, 100m/cardboard+bar code label+CPR label+production week label

1. By loading in 40HQ, 40pallet/container:

100m/cardboard reel(size 240*90*150*3mm), Ti 20, Hi 7, total 140reel/pallet.

250m/wooden reel(size 300*110*240*8mm), Ti 12, Hi 4, total 48reel/pallet.

2. By loading in 20GP, 20pallet/container:

100m/cardboard reel(size 240*90*150*3mm), Ti 20, Hi 6, total 120reel/pallet.

250m/wooden reel(size 300*110*240*8mm), Ti 12, Hi 3, total 36reel/pallet.
Pallet size: 1200*1000*110mm
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Bar code
Label

Size: 5*5cm

CPR Label

Size: 8*5cm


